
AERATOR

INFO SHEET

STARTING PROCESS
1. BRING THE AERATOR TO THE STARTING POSITION ON YOUR LAWN.



2. TURN THE ON/OFF SWITCH TO THE “ON” POSITION (FIGURE 2).



3. PLACE THE FUEL LEVER TO THE “ON” POSITION (FIGURE 2).



4. PLACE THE CHOKE LEVER TO THE “OPEN” POSITION (FIGURE 2).



5. PUSH THE THROTTLE LEVER TO THE MAX (FIGURE 1, TOWARDS THE IMAGE OF THE RABBIT).

** RUNNING THE AERATOR ON ANYTHING OTHER THAN FULL THROTTLE WILL INCREASE THE CHANCE OF STALLING OUT THE MACHINE. HAVING THE AERATOR


    ON FULL THROTTLE AND FEATHERING THE CLUTCH RELEASE LEVER WILL ALLOW FOR MORE CONTROL AND ADDITIONAL POWER WHEN NEEDED.



6. PULL THE STARTER ROPE.



7. ONCE THE ENGINE STARTS AND IS RUNNING, PLACE THE CHOKE LEVER TO THE “CLOSED” POSITION (FIGURE 2).



8. PUSH DOWN ON THE TINE ADJUSTMENT HANDLE (FIGURE 1).



9. NOW THAT THE ENGINE IS RUNNING, AND THE TINES ARE IN THE GROUND, PRESS DOWN ON THE CLUTCH RELEASE LEVER (FIGURE 1).

** PRESSING DOWN ON THE CLUTCH RELEASE LEVER WILL SPIN THE TINES AND PROPEL THE AERATOR FORWARD. MAKE SURE TO SLOWLY PRESS DOWN ON THE 


    LEVER UNTIL A COMFORTABLE PACE IS REACHED.

FIGURE 1 FIGURE 2
A. THROTTLE LEVER



B. CLUTCH RELEASE LEVER



C. TINE ADJUSTMENT HANDLE

A. CHOKE LEVER

(LEFT OPEN, RIGHT CLOSED)


B. FUEL LINE LEVER

(LEFT OFF, RIGHT ON)


C. ON/OFF SWITCH



- ALWAYS AERATE IN STRAIGHT LINES. TURNS WILL APPLY UNEVEN PRESSURE ON THE TINES WHICH CAN CAUSE DAMAGE THAT IS NOT COVERED


  UNDER THE RENTAL DAMAGE WAIVER.



- AT THE END OF A PASS, IN ORDER TO CHANGE DIRECTION, RAISE THE TINES USING THE TINE ADJUSTMENT LEVER AND ROTATE THE AERATOR


  ON THE FRONT PLASTIC DRUM.



- NEVER CROSS HARD OBJECTS OR SURFACES (DRIVEWAYS, SIDEWALKS, GRAVEL, ETC...) WITH THE TINES IN THE DOWN POSITION. THIS CAN 


  CAUSE DAMAGE THAT IS NOT COVERED UNDER THE RENTAL DAMAGE WAIVER.



- IF LIFTING THE UNIT IN/OUT OF A TRUCK, THE SIDE WEIGHTS CAN BE REMOVED (FIGURE 3).



- WATER CAN BE ADDED TO THE FRONT DRUM FOR ADDITIONAL WEIGHT (FIGURE 4).



OPERATING  NOTES AND TIPS

FIGURE 3

A. WEIGHT RELEASE LEVER



B. REMOVABLE WEIGHT

F. WATER DRUM CAP

FIGURE 4


